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DISASSEMBLY PG. 1

DISASSEMBLY PROCEDURES

Force bearing splitter behind outer race as shown

NOTE: If inner race has turned on the shaft, it may be 
necessary to cut the race with a torch or cut off wheel.

Support bearing as shown and press shaft away 
from the bearing. Note the placement of the bearing 
spacer and bearing with shaft locating ring. Remove 
all outer bearings.

CAUTION:
Care must be taken to keep the connecting rods free and 
qeb pe^cq colj efqqfkd qeb ęllo+

During the disassembly, be sure to note the position of 
all bearing anti-rotation pins and locating circlips. Also 
note the spacer between the PTO end bearings and posi-
tioning of the center section oil pump drive gear.
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DISASSEMBLY
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DISASSEMBLY







ASSEMBLY PG. 3

ASSEMBLY

IMPORTANT!
On some engines the PTO pin will be the same length as the 
mag pin. When pressing this PTO throw onto a shorter pin, the 
ram “P” will not bottom on the pin. The following procedure 
must be used to obtain the proper rod bearing cage clearance.

Insert a .016” feeler gauge between the lower rod bearing 



CRANKSHAFT TRUING

Ir_of`^qb qeb _b^ofkdp ^ka `i^jm qeb `o^khpe^cq pb`robiv fk qeb eliafkd Ęuqrob+ Lk qeobb `vifkabo




